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(54) Wall completion system and method 

(57) The method includes running a Knar 17, production 
packer 15 and polished bora receptacle (PBR) into a well 
on the production tubing string 11, cementing the liner 17 
in place by pumping cement through the production 
tubing string 11, setting the packer IS, and optionally 
thereafter releasing an upper portion of the tubing string 
from the PBR. A seal assembly isolates the PBR bore from 
cement exposure during liner cementation. Annuius 
pressure produces a reverse fluid surge and circulating 
flow to prevent PBR seal area contamination when the 
tubing string is lifted away from the PBR A connecting 
assembly 12 is suspended from a production tubing string 
11 to position the liner 17 in a wellbore. The connecting 
assembly transmits rotatiortat and longitudinal forces 
from the production tubing string to property position and 
cement the liner in the wellbore. The connecting assembly 
includes a device 20 to limit torque forces on the tubing 
string, and a longitudinal slip mechanism 28 permits 
limited longitudinal movement between the connecting 
aasembry and tubing string, A pecker 15 is set to see! 
between the production tubing string 11 and the well 
casing. An extended length of tubing lis extends below 
the packer to provide a continuous tubinpyiiner-caeing 
overlap area for cementa ti on. 
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WELL COMPLETION SYSTEM AND METHOD 
Field of the Tnvwifinn 

The present invention relate* generally to the completion of wella. More 
particularly , thia inve^ 

a liner in place within a well and for complain* the well in a manner which 
minimi res the number of trips into and out of the weU. 

BarlfffTOimd of th« Tnv^rinn 

Liners are typically used in petroleum recovery operations to case-off new 
secbawofweflboreotf^ Thelineris 
conventionally attached to a'drill string and is lowered with a liner hanger and a 
polished bore receptacle from the drill string through the cased part of me weU until 
me liner is positioned in the open bore. The liner hanger is subsequently set to 
anchor thetopofthelinertothebaseofthe surrounding casing, which previously 
wax fixed within the wdL 

The liner is conventionally cemented in the wellbore. A fluid cement slurry 
is pumped down the drill string and circulated up thiough the o^ 
teanimlus area between to A cement annulus is thus formed 

between the exterior of the liner and the walls of me wellbore, and ideally extends 
from just below the liner to me base of the liner banger. 

m typical lmerhariger installation^ 
of the previously cemented casing string. The liner is thus suspended directly from 
the hanger, which in turn is suspended from the casing string. A polished bore 
receptacle (PBR) is positioned directly above the hanger, and is cemented in place 
with the liner hanger. This design provides a relatively short -overlap- between the 
casing and me liner, which makes it difficult to place the proper volume of cement 
in the overlap area without oveidisplacing and forcing the cement above the liner 
hanger and polished bore receptacle. 
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The liner hanger is typically mechanically set by movement or forces applied 
by die drill string or is bydraulically set by pressurizing fluid in the drill string. 
After being set, the anchored liner hanger, polished bore receptacle, and attached 
liner may be released from the drill string by mechanical or hydraulic activation. 
5 In a typical lira* installation, the liner hanger is equipped with a bearing 

member which permits the liner to be rotated after the liner hanger has been set 
Rotation of the liner during the cementation process is employed to improve the final 
placement of the cement around the liner and thus the quality of the cementing 
operation. Specialized hanger designs and setting tools operated by the drill string 
10 are employed to hang off and rotate the liner. 

After the cementing operation and the tripping out of the drilling string, the 
liner is commonly tied back tp the surface with a production tubing string. The PER 
provided directly above the Oner hanger has a smooth* cylindrical inner bore designed 
to receive and seal with an external seal assembly carried at the bottom of die tubular 
IS which stabs into the liner hanger PBR. Because die open bore of the PBR directly 
above the conventional liner hanger is exposed when the drill string is separated from 
the liner hanger, cement which fiequendy has been pumped above the liner hanger 
foils into the PBR bore when the drill pipe is disengaged from the hanger. The 
presence of this debris, as well as mechanical damage to the receptacle occurring 
20 when cementing the liner in place, may prevent a seal assembly from subsequently 
entering or sealing with the receptacle bore. When this occurs, expensive and time 
consuming clean-up trips and repair procedures are required. The operation of 
tripping the drill string in and out of the well to condition or repair the PBR and then 
running in with the production tubing may take days of rig time and cost hundreds 
25 of thousands of dollars. To complete the well, a production tubing string may be 
subsequently tripped in with a production packer which is normally set high above the 
liner hanger. Typically another PBR is provided for getting on and off the set 
production packer. 

The conventional polished bore receptacle at the upper end of the liner 
30 employs a polished bore diameter which is equal or larger than the internal diameter 
of the liner, so that a liner hanger PBR and sealing assembly do not restrict "full 
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gauge 0 internal access to the liner. The production tubing string may extend down 
and seal with the liner PBEL The seal assembly for sealing with the liner PBR must 
seal the generally si gnific a nt annular area between the liner PBR bore and the 
generally smaller outer diameter of the production tubing. This results in large 
5 pressure-induced forces acting above and bdow the seal assembly once the assembly 
is engaged with the liner polished bore receptacle. Most importantly, the Hner 
FBR/pratiuction tubing seal assembly is exposed to normal fluid flow and pressure 
from the lower producing formation. These pressure-induced forces may impart 
excessive stresses into the production tubing string, resulting in distortion, burst 

10 and/or collapse of the production tubing string. 

A typical liner ins t all atio n employs an anchored production packer in an upper 
tubing-to-casing annulus to both isolate the liner PBR from full annular hydrostatic 
pressures, and to absorb and transfer to the casing the c ompr e ssi ve tubing to»d f 
resulting from normal high press ure exposure of the internal piston area between the 

15 tubing and liner PBR. The casing may be open from above the liner PBR to below 
the production packer. Alternatively, a tubular typkaUy smaller m d 
production tubing may extend from the production packer to seal with the liner PBR. 
The typical installation further includes a packer PBR, v^f appropriately to the 
upper tubing, to permit disengagement for fluid circulation, tubing retrieval and 

20 accommodation of normal length changes in the tubing string extending to the 
surface. 

During the cementing process, it is important to minimize formation damage 
by limiting the hydrostatic pressure imposed against the formation to be produced. 
Factors affecting the hydrostatic pressure include the height of the cement column in 
25 the drill string and the pump pressure required to overcome pumping friction 
pressures. High cement columns and high pump pressures can produce high 
hydrostatic pressures which may severely damage the producing formation. 

The quality of the cementation process is affected by both die velocity and the 
turbulence of the cement flow as it moves into the annulus between the liner and the 
30 surrounding wdlbore and casing. A reduction in the velocity and turbulence of the 



0 



cement flow would tend* in increased cement movement control and less washout of 
the borehole as die cement is circulated into the open bole annulus. 

The disadvantages of the prior ait are overcome by the present invention, and 
an improved roffltwMf and system are hereinafter disclosed for cementing a liner in 
5 place within * wellboxe and more economically completing a well* The technique of 
this invention minimizes die cumber of trip-in and trip-out operations, and also 
provides a reliable cementing operation while minimizing formation skin damage. 
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SiimmfiTV of the Invention 

The system and method of the present invention employ a production tubing 
string rather than a drill pipe string to position a liner in a wdlbore and cement the 
liner in place. The technique of this invention eliminate* the conventional liner 
5 hanger, liner polished bore receptacle and seal assembly, drill pipe, and attori a tfri 
liner hanger/polished bore receptacle naming tools. A production packer and a 
polished bore receptacle (PBR) are ran in with the induction tubing string above the 
liner. A portion of the production tubing extends below the production packer and 
the polished bore receptacle and forms an extended overlap section between the tubing 
10 and surrounding casing in the area below the packer and above the base of the 
surrounding casing. This extended overlap section provides an ample area for 
complete cementation betw^n the production tubing and casing while reducing the 
danger of pumping the cement 

the lower end of the casing. Stringers of cement which tend to develop above the 

IS cement top during cementation are 

by the extended overlap, thereby minimizing contamination of the area above the 
production packer where the PBR is located. 

The system and method of the present invention permit the production tubing 
to be used to position, rotate and/or reciprocate the liner to more reliably position and 

20 cement the liner in place. The production tubing connections are threaded and have 
t^iiHfi-jng metal-to-metal seals which tolerate high torque forces* A torque 
transmission and torque limiting member transmits torque from the production tubing 
string to the liner, and disengages when excessive torque is applied to protect the 
tubing connections. Longitudinal movement between the tubing and liner is permitted 

25 by a slip mechanism, which permits longitudinal movement of the production tubing 
string relative to the liner. The production tubing string may thus be moved during 
an emergency when cementing the liner, or when normally producing, treating, 
stimulating, or killing the well. A shear mechanism controls initiation of tubing 
movement after the liner is cemented. 

30 The system of the invention includes a production packer which may be set 

without movement of the liner. The packer is connected to the production tubing 
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tting so that the annular packer seal initially rotates wifli the liner when positioning 
the liner downhole and when rotating tbe liner during the cementing operations* The 
packer may thus be set after the liner has been cemen ted in place. In a preferred 
form of tbe invention, the packer contains a small explosive charge which is 
5 detonated from the well surface. The setting pr oce dure is independent of well 
pressure or tubing movement to prevent the packer from «fttfng during the ltnw 
placement or cementing operation. The packer is also capable of allowing for the 
circulation of high density fluids at high flow tales in the amralus between the 
production tubing string and die casing both before and during the liner cementing 
10 operation and then subsequent setting of tbe packer without movement of the setting 
string. 

The PBR may be provided with a release system which permits release of the 
production tubing string by various ^peans, inclucflng pressurizing the tubing-to-casing 
annnlus above the PBR. Upon initial separation of the tubing string, a rapid reverse 

15 fluid circulation flow is established wtrich purposefully surges and sweeps cement and 
other contaminants upward into the tubing and away from the bore of the PBR. 
Specified sealing members at the lower end of tbe seal assembly withstand this 
intentional differential pressure unloading The invention thus allows the 

production tubing string to be re-engaged with the polished bore receptacle without 

20 the need for subsequent procedures to dean and redress die PBR. 

According to the method of the present invention, the finer is positioned and 
cemented in place using die production tubing string. For a given well, the volume 
of cement which may be carried within an axial length of a typical production tubing 
string is greater than that which may be carried by the same axial length of a typical 

25 drill pipe string. Accordingly, the column of cement contained in tbe drill pipe 
extends higher than die same volume of cement contained in a production tubing 
string. The shorter cement column employed according to the method of the present 
invention produces a lower hydrostatic pressure in the wellbore which is less injurious 
to the hydrocarbon bearing formation. 

30 Use of production tubing rather than drill pipe to cany the cement to the liner 

also reduces mud contamination of the cement slurry. Drill strings are typically 
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internally upset at their threaded-end connections, which produces a large Dumber of 
discontinuities in the flow path of the drill string. The pomp-down plugs placed 
ahead of and behind the cement slurry do not efficiently wipe the constricted anas 
of the drill pipe. By contrast, a production tubing string which employs premium 
5 shouldering* metal-to-metal seals in the threaded-end connections has a substantially 
uniform central bote which is efficiently wiped by die pump-down plugs. The 
smooth flow conduit provided by the production tubing also improves the flow of 
cement in the borehole as well as in the casing-to-liner armulus by riitmnating 
excessive turbulence and velocity in the cement flow. Moreover, by providing 

10 production tubing rather than a Oner within the set casing, the lap area amwlus is 
increased to obtain a more reliable cementing operation. 

Hie design of the present system eliminates die need far separate liner hangers 
and setting tools, and permits the use of both oilfield tubohrs with smaller outside 
diameters and larger inside diameters as compared with conventional cementing 

15 systems. The PBR may be ssed for the prod uc tion tubing string rather than for the 
liner, so that it has a smaller outside diameter and a shorter length than the PBR 
conventionally provided above the liner hanger. This feature permits larger fluid 
circulation paths which reduces circulating pressure and minimizes formation damage. 
From the foregoing, it will be appreciated that a primary object of die 

20 invention is to provide a method and system far installing a liner within a wdl which 
eliminate s the r e quir ement for a liner hanger and a specialized liner-hanger running 
tool which must be withdrawn from the wdl prior to running in die final completion 
equipment A related object of the invention to eliminate the need for a liner hanger 
to support the liner and permit rotation of the liner during cementation after the 

25 hanger has been set Since the liner hanger is not required as a suspension device to 
secure the liner in the wellborn during die cementing operation, no liner hanger 
bearing members are required to allow the liner to rotate relative to the hanger during 
the cementing operation. Another object in this invention is to enable continuous 
circulation throughout all liner placement or drill-down, conditioning and cementing 

30 stages. This continuous circulation capability increases weflbore safety and wellboie 
integrity and control in a manner which is not possible according to conventional 
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tcchmqu*s wfaextin a liner hanger and running tool require Tffitiftn of mod 
circulation during disconnection of the running tool prior to commencement of 
cementing* 

Another object of the present invention is to provide a method and system for 
5 installing a liner in a well without the normal cement contamination of the liner 
hanger polished bore receptacle. By eliminating both the liner hanger and the finer 
PBR above the base of the set casing, subsequent remedial operations required to 
repair damage to the PBR bore caused during the Tnvnting procedure are avoided. 
The method and system for installing a liner within a well casing places the PBR high 

10 within die casing an adequate distance from the cement-top to substantially mtmyiriTf * 
or practically. »««fa»f» the likelihood of the pumped cement filling the PBR. The 
technique of this invention al^o reduces the likelihood of cement stringers which tend 
to develop above the cement top during cementation. 

It is also an object of the present invention to provide a method and system 

15 for cementing a liner in a well using a shorter cement column and improved cement 
flaw passages to reduce the hydrostatic head and effective circulating pressures 
commonly encountered in conventional cementing procedure, thereby reducing the 
pressure of die cementing fluids acting on the down bole production formation and 
increasing recovery of hydrocarbons. A related object of the present invention is to 

20 improve the quality of liner cementation between both the borehoto-to-iiiier section 
and die liner-to-casing overlap area by reducing the turbulence and velocity of cemen t 
flow with the use of production tubing rather than drill pipe for a cementing string* 
It is a tigrriflcant feature of die present invention that well completion costs 
may be substantially reduced by eliminating separate, repetitive trips associated with 

25 running a liner hanger in a well and thereafter interconnecting the polished bore 
receptacle with a production tubing string. A related feature of the invention is that 
the completion costs are substantially reduced by minimizing the likelihood of one or 
more remedial pipe running trips necessary to restore the mechanical integrity of the 
liner-to-PBR, or to clean out cement from the PBR. 

30 It is a further feature of the invention to reduce damage to a formation caused 

by the hydrostatic head of cement By reducing the hydrostatic head of the cement 
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in the range of fiom 5* to S%, formation fracture pressure may not be exceeded, 
thereby significantly reducing damage to the formation and increasing die recovery 
of hydrocarbons once the cemented liner is perforated- It is a further feature of the 
invention to increase the quality of the liner cementing operation by reducing 

5 turbulence and velocity of cement flow, and by minimiring the likelihood of cement 
contamination by well fluids or mud due to poor efficiency of the wiper plugs passing 
through tubulan with non*unxfbnn internal bores* 

It is a related feature of the invention to reduce the pumping pressures 
required to flow cement into the annulus between the liner and the formation. The 

10 annular flow area in the lap section below the production packer and above the 
bottom of the casing is increased. A relatively short PBR and packer assembly may 
be used with a smaller outer diameter than conventional systems, thereby resulting 
in lower effective circulating pressures. 

A further feature of the invention is that the production packer is intended to 

15 rotate with the production tubing string while the liner is positioned within the 
wdlbore and is cemented in place. The packer is designed to withstand external mud 
circulation during drilling, circulation, or cementing operations without adversely 
impacting its subsequent setting and sealing functions. The packer is designed to 
enable running on die production tubing without requiring additional setting tools. 

20 The packer may be normally set in the casing without movement of the central packer 
body Y and may utilize hydraulic pressure downhole for packer-setting energy without 
an internal port exposed to mud and/or cementing fluids. The packer-setting 
operation may also be initiated and controlled by a remotely transmitted signal. 

Yet another feature of the invention is that the production tubing seal assembly 

25 is able to withstand high annulus-to-tubing differential pressures due to the design of 
the seal assembly and the polished bore receptacle. The PBR may also be provided 
with a torque transmission and torque limiting device, with a single or multiple shear 
mechanism, and with an annulus-pressure response disconnect device. 

It is an advantage of the invention that existing downhole components may be 

30 used in much of the system according to the present invention. Another advantage 
of the invention is the reduction in downhole tools and setting tools required to 
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compkte a wdL A timber advantage of tbe invention is chat tbe system may be 
customized for individual wells which require different disconnection and load 
carrying requirements. Tripping out only a portion of the production tubing may be 
required to complete the wdL 

These and Anther objects, features and advantages of the present invention 
become apparent from the following detailed description, wherein reference is made 
to the figures in tbe accompanying drawings. 
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-fttirf Pacnprinn of the Drawing* 

Figure 1 is a vertical elevation, partially In sect ion, schematically depicting 
a. conventional tiner with a typical tubing string tie back to the well surface; 

Figure 2 is a vertical elevation, partially in section, illustrating the assembly 
5 of the present invention employing a production tubing string to position the liner, 
cement the liner in place and set the production packer; 

Figure 3 illustrates the system of the present invention as it appears following 
release of the production tubing from the polished bore receptacle and showing a 
reverse ciiculatioQ of fluid which prevents contamination of the polished bore 
10 r ece pt a c le; and 

Figure 4 is a vertical elevation, partially in section, generally illustrating a 
torque transmitting and torque limiting mechanism and a shear-type release 
mrchaniim each provided within an upper portion of a polished bore receptacle. 
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ftgfrf 1 ** 1 DfiWripttflB Embodiment* 

Flgum 1 illugfralea a conventional liner hanger arrangement indi^ t ^ gffifnlly 
atLHA. A liner banger LH is illustrated supporting t liner L within a casing string 
CS, which has previously been cemented or otherwise secured within the welL The 
5 liner L extends below the casing string CS and into an open borehole B. A lower 
polished bore receptacle LPBR is provided immediately above the liner hanger, and 
opens upwardly toward the well surface (not illustrated). 

During the naming of the liner L, a drill string and setting tool (not 
illustrated) are used to lower the liner L, the liner hanger LH, and the lower polished 
10 bore receptacle LPBR into the illustrated position within the borehole B. Cement is 
circulated into the borehole through the drill string and liner L. During this 
- cementing process, it is usually desirable to manipulate the drill string at the surface 
to rotate and/or r e ciproca te the liner L as the cement is being displaced into the 
borehole B. Prior to cementing, the liner- hanger LH is set and die drill string is 
15 released from the liner hanger. Special weight carrying rotating assemblies in the 
liner hanger are used to rotate the liner during the cementation. 

Cement in the annulus between the liner L and casing CS is frequently over 
displaced during the cementing process and the cement is circulated up over the top 
of the lower polished bore receptacle LPBR. This cement and other solids in the drill 
20 string-to-casing annulus fell down into the bore of the lower polished bore receptacle 
LPBR when the drill string and setting tool are released at the completion of the 
cementation procedure* 

After the liner is anchored in place and the drill string removed, the 
completion or production tubing string PT is Lowered into the wdl with a packer 
25 tailpipe PTP, a production packer PP t and the upper PBR. A production packer PP 
may be spaced 100 meters or more above the liner hanger, and seals between the 
production tubing string PT and the casing string CS. The upper polished bore 
receptacle UPBR is provided immediately above the production packer, and allows 
the production tubing string to be selectively disconnected from the set production 
30 packer. The seal assembly SA at the lowermost end of the production tubing string 
is inserted into the upper PBR. Debris falling into the lower PBR as well as 
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rw~*h»nt/^ damage to the lower PER bote during placement of the liner or release 
of the drill string may prevent effective sealing of a seal assembly (not shown) with 
the LPBR. Moreover, attempts at inserting the seal assembly into the bore of the 
LPBRmay damage the seal assembly, thereby preventing proper sealing engagement 
5 Figure 2 illustrates one embodiment of the system 10 according to the present 

invention. A casing string CS extends from the borehole B toward the well surface 
(not illustrated). The system 10 utilizes a completion or production tubing string 11, 
which during production ties back to a receiving vessel or transmission line on the 
surface, to cany a connecting assembly represented generally at 12 into the welL 

10 The connecting assembly 12 serves the purpose of both sealing the production tubing 
string with the set casing and interconnecting and selectively disconnecting the 
production tubing string from the equipment below assembly 12. The connecting 
assembly 12, in a general sense, thus performs a function similar to the production 
packer PP and the upper polished bore receptacle UPBR shown generally in Fig. 1. 

15 Referring jointly to Figs* 2 and 3, the connecting assembly 12 includes a seal 

assembly 13 which extends between the production tubing string 11 and a polished 
bore receptacle 14, which is provided above a production packer 15. The system 10 
also includes a section of production tubing Ua extending from below the packer 15 
to the liner 17. The production tubing section 11a provides an extensive overlap area 

20 between the O J>. of the production tubing Ua and the I.D. of the casing string CS 
for receiving cement to both improve cementation between the lower end of the 
casing C and the liner 17, and to protect the PBR 14 from contact with die cement. 

A plurality of centralueni 44 are preferably provided along the length of the 
tubing section 11a between the packer 15 and the Uner 17 to centralize die tubing 

25 section 11a within the casing string CS. A crossover sub 16 connects the lowermost 
end of the tubing section 11a with the liner 17, which extends downwardly into the 
open borehole B. Those skilled in the art will appreciate that, in many applications, 
the liner 17 does not extend into a vertical borehole as shown in the figures, and 
instead extends into an inclined or substantially horizontal portion of the borehole. 

30 In either case* the production tubing string 11 is manipulated from the well surface 
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to position the liner in place within the borehole and cement is passed through die 
production tubing string to cement the liner within the borehole* 

Figure 2 illustrates the liner 17 in position within the borehole B before being 
cemented into place. During the process of lowering the liner into position, the 
5 production tubing string 11 may be rotated and reciprocated as required to force the 
liner into proper position* A clutch mechanism or other torque transmitting and 
torque limiting device 20 as discussed further below is preferably positioned in the 

* connecting assembly 12 and permits the rotary forces of die production string 11 to 
be transmitted to the liner 17. In the event that the liner 11 should lodge or should 

10 otherwise become difficult to rotate, the device 20 will release to permit rotation of 
the string 11 without corresponding movement of the liner 17. This feature protects 
threaded connections in the string 11, such as 22, from being damaged due to over* 
torquing. 

Cement is pumped from the surface through the production tubing string 11 
15 and out of the bottom of the liner 17 into an annulus A between the borehole B and 
the liner 17, In the process, upper and lower tubing wiper plugs 40 and 42 may be 
employed to provide separation between the cement and the drilling fluids. While the 
cementing is in progress, the liner 17 may be rotated and/or reci pr ocated by 
manipulating ^ tubing string 11 to ensure pr o p er disbursement of the cement in the 
20 annulus A. 

By pumping cement through a production tubing string rather than through a 
drill pipe string, the hydrostatic head of the pumped cement may be reduced, thereby 
minimizing damage to the formation. Those skilled in the ait will appreciate that the 
internal djamrtir of a suitable production tubing is larger than the internal diameter 

25 of drill pipe conventionally used for transmitting cement to the liner and into the 
borehole. For any given well application, the same volume of cement may thus be 
pumped through the liner and into the borehole with a lower hydrostatic bead due to 
the larger internal diameter of production tubing used for each well as compared to 
the size of the drill pipe string used in drilling and servicing the same well. Also, 

30 upper and lower wiper plugs which are used to separate the cement from other 
wellbore fluids frequently cannot do an efficient job of wiping the interior surface 
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between the jtinfc tf&H I 

pipe connections. By utilizing production tubing rather thin drill pipe to pomp the 
cement to the liner, more efficient wiping of die plugs is obtained due to the 
substantially uniform diameter of each of the joints of tubing both along the fiill 
5 length of each joint and between adjoining tubular joints connected by a high slicngil i 
tubing connection, A suitable tubing according to the present invention may include 
both Model 521 tubing manufactured by Hydril or tubing manufactured with Atlas 
Bradford Model DSS-HTC threads. The desired tubing has substantially uniform 
internal diameter bores and high pressure metal-to-metal seals, and is able to transmit 

10 reasonably high torque and permit efficient wiping of the cement slurry. 

Those skilled in the art will appreciate that a substantial axial spacing of, for 
example, 300 meters may typically exist between the production packer and the 
lowermost end of the casing string CS. In the prior art, as shown in Fig. I, a packer 
tailpipe FTP co nv e n t iona lly extends between the production packer PP and the liner 

15 hanger LIL Using conventional techniques and equipment, both the packer tailpipe 
PTP and the liner L below the liner hanger LH have an internal bore diameter which 
is less than the bore of a suitable production tubing section 11a which extends 
between the production packer 15 and the liner 17 according to the present invention. 
This feature reduces the hydrostatic head of the cement during the cementation 

20 process to prevent formation damage. Equally important, the O.D. of the packer 
tailpipe PTP of the prior art is greater than the O.D. of the production tubing section 
11a of the present invention. Accordingly, the use of production tubing string 11a 
provides for a thicker aimulus which is subsequently filled with cement than the 
annulus provided according to the prior art, thereby obtaining a more extensive and 

25 reliable cementing job and because of the increased volume available to receive 
cement, reducing the likelihood tint cement will be pumped up to an area adjacent 
the production packer. Also, the threaded end connections of a conventional liner, 
like the thre ad e d end connections of a drill pipe, provide a high resistance to upward 
flow of drilling mud or other fluid while the cement is pumped into the well. By 

30 using production tubing rather than drill pipe above the production packer, and by 
using production tubing rather than a liner bdow the packer, improved flow passages 
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arc provided and pomp pressure rai^i""** to pomp the <wnfiit downhole sod to force 
the well fluid upward to the surface in the annulus within the casing string CS is 
reduced, thereby again reducing the likelihood that excessive pressure will damage 
the formation. 

5 The packer 15 is set after cementing with the use of a surface operated setting 

system (not illustrated) contained within the packer 15* The setting system may be 
rWifliwrf to actuate a set of slips 24 and an annular packer seal 26 without axial 
movement of either the production tubing string 11 or the packer 15, which is 
structurally secured to die cemented liner 17. An example of this signalling system 

10 is described in corresponding U.S. Patent Application Serial No- 08/386,565 filed cm 
February 10, 1995, and assigned to the assignee of the pr e sen t application. In the 
setting ™*h*ni*m according^ this invention, an explosive charge may be contained 

"■ntflin thf rating m^**""* ^ m(yh*Ae*rmat*A tn TTj^pnn«ft tn sciential pr^gim 

signals sent from the well surface down through the well fluids to the packer. It is 
15 important that the packer 15 may be set using positive fluid pressure applied in the 
annulus between the casing and the production tubing string as the setting force or 
energy. Internal ports commonly used to set a production packer by increasing 
internal production tubing fluid pressure would become plugged with cement and 
prevent the production packer from being reliably set The packer may thus be set 
20 downhole in response to a pressure or ixiise signal generated al the surface, and may 
use positive annulus pressure rather than internal production tubing pressure as the 
setting force* 

As best illustrated in Fig. 3» the packer 15 hoids the top of the liner 17 firmly 
within the surrounding casing C and provides a seal between the casing string CS and 

25 liner 17. The packer 15 serves to provide a reliable seal to keep formation fluids 
tern entering the annulus between the casing and the production tubing string 11 in 
the event that well fluid pressure leaks past the cement surrounding the liner 17. 
Slips 24 within the packer prevent well pressure above or below the set packer from 
axially moving the packer within the casing string CS. 

30 The packer 15 is a drilling-compatible packer with an annular seal 26 which 

rotates with the production tubing string 11 while the liner is positioned downhole and 
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duringtfae cementing process. The annular packer seal 26 is tfam keyed or otherwise 
mechanically interconnected with the mandrel which passes through the picker seal 
and thus with the production tubing string to rotate in unison* If the annular packer 
seal were allowed to remain stationary against the side of the casing string while the 
5 production tubing string rotated, which is the c o n ve nt ional arrangement for most 
packers, bearings and seals in the packer woold quickly deteriorate. Since the 
annular packer seal rotates with the production tubing string, mechanical guides or 
centralizes (not illustrated) may be provided above and below the production packer 
to reduce the likelihood of (be unset annular packer seal engaging the casing during 
10 rotation of the production tubing string, thereby minimiring damage to the annular 
packer seaL 

The annular seal 26 of the production packer 15 is also designed to be able to 
withstand the fluid pressure as mud passes upward past the production packer in the 
annulus between the casing and the production tubing string* The annular packer seal 

15 of the production packer should be both sized and structurally reinforced to withstand 
this circulation pressure since fluid flows past the unset packer seal while the liner is 
being positioned downhok and while cement is being pumped through the production 
tubing string and into the borehole. 

It is a feature of the present invention that the polished bore receptacle 14 may 

20 have an internal bore diameter which approximates the outer diameter of the 
production tubing 11, rather than having an internal bore diameter which must 
accommodate die convrntionally larger outer diameter of the packer tailpipe FTP, as 
shown in the prior art of Fig. 1. For a given well* the polished bore receptacle 14 
may thus have a smaller outer diameter and have a shorter axial length than PBRs 

25 used in priof systems for the same well, thereby further lowering the pressure 
required to circulate drilling fluid upward between the casing and the FBR during the 
cementing operation. 

When the tubing string 11 is anchored at the well surface, limited longitudinal 
movement of the tubing string 11 relative to the cemented liner is permitted by a slip 

30 mechanism 28 included in the connecting assembly 12. Use slip mechanism 28 
allows the tubing to be moved as required to property set the tubing 11 in the FBR 
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14 and to lengthen or contact with respect to the PBR during normal producing or 
treating operations. The ptodaetion tnbini string 11 nay thus move with respect to 
the PBR 14 without jeopardizing the sealing integrity between the liner and the 
production tubing string. The PBR 14 may accept various types of 13 within 
5 a slip mechanism 28. Since the internal diameter of die PBR bore approximates the 
outer diameter of the production tubiiig string, 

to a high pressure-induced forces when die production tubing string II is removed 
- from the PBR 14. During this di s c onn ect i on operation, the lower seals 32 are able 
to withstand a high pressure in the annulus PA during the reverse flow of Aw^t, u 
10 discussed below. The PBR 14 is thus hyjdraulically compatible with the production 
tubing to minimize pressure differential forces acting on the seals within the slip 
assembly. 

The PBR 14 according to this invention may be designed to transmit both 
torsional and tensile loads during running and c«n«tfing of the liner. As shown 

15 generally in Fig. 4, the upper end of me PBR 14 may include a torque tansnrission 
mechanism 34, which may consist of drcmnferentiaBy arranged teeth 37 at the lower 
end of the production tubing string 11, and mating teeth 38 at the upper end of the 
PBR 14. The teeth are de si gne d for mating engagement to transmit torque between 
the production tubing string 11 and the body of the PBR 14, and then to the 

20 production tubing 11a below the packer 15 and thus to the liner 17. Various types 
of torque tta nimiirion mcchaniiim may be provided for serving this purpose. The 
torque transmission irtrriwmimt 34 may .also include torque-limiting members, such 
as webs 35a extending radially outward from body 36 each for fitting within a slot 
35b within the PBR 14. The webs and slots are designed to normally allow 

25 engagement of the teeth 37 and 38 to transmit torque through the webs 35a to the 
PBR 14. The webs 35a may be designed to shear and thereby limit torque to, e.g., 
30,000 ft lbs., thus ensuring that excessive torque is not transmitted to the threads 
22 of the production tubing string 11 if the liner L should become stuck downhole. 
A clutch or other torque transmission and torque limiting mechanism 20 may be 

30 provided to rebabry transmit torque while limiting torque for the purpose described 
above. 
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Tbe assembly 12 may also contain an interlock system designed to sustain 
anticipated axial lotds, both c ompressi ve and tensile, which may be expected in the 
conveyance of the tubing/liner system into the borehole. Tic intedock system nay 
also release to permit axial movement of die seal assembly 13 relative to the PBR 14 

5 after the liner cementing op er ati on. This axial movement may be for the purpose of 
complete disengagement of the seal assembly 13 from the PBR 14 as required for 
fluid circulation or for die addition of components to the tubing string 11, or to 
contraband enable relative movement of the seal assembly 13 within the PBR 14 
while maintaining pressure integrity. 

10 Figure 4 illustrates a single ring-shaped shear member 39 for a simplistic 

embodiment of an interlock system. The shear member 39 is biased radially outward, 
but is prevented by the upper body of PBR 14 from moving outward further than the 
position shown in Fig. 4. Once at the surface, members 40 may be threaded further 
in, thereby compressing the shear member 39 and allowing die seal assembly 13 to 

15 be removed from the PBR 14. The assembly 12 may alternatively include a multiple 
shear system to accommodate tubing stress and tubing length changes. A shear 
assembly may thus include a plurality of shear rings each intended for shearing upon 
a selected axial force. During stimulation, remedial recovery operations, or killing 
of the well, one of the shear rings may be designed to shear upon the application of 

20 a selected axial force to the tubing string, thereby allowing the seal assemblies 13 to 
move up. Further axial movement will then be prohibited by the next shear ring, 
which will remain in tact until a higher axial force is subsequently applied to the 
production tubing string* The seal assembly may thus be stoked to shear a ring, and 
will relatch in a new axial position within the PBR, This sequence may be repeated 

25 as often as desired, depending on the number of shear rings. Due to the multiple 
load-carrying and releasing functions of the interlock system in assembly 12, various 
mechanism may be employed, either individually or in combination, to achieve the 
flexibility requirements of varying anticipated downhole conditions and sequencing 
operations* 

30 The assembly 12 may also include an interlock system which is responsive to 

annulus pressure for disconnecting the production tubing string 11 from the polished 
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tare receptacle 14. Varum nurhaniimi may be used for this purpose, tnrft*%g a 
remotely actuated mrrharrism using hydraulic pressor* or pulses. Removal of the 
tubing string 11 from the PBR 14 may be required, for example, to complete or 
wortover the welL Removal may be effected by tpplying pressure to the ansulus 
5 between the productioo string 11 and the surrounding casing CS. The increased 
annuius pressure may shear spin upon reaching a selected pressure, thereby releasing 
an annular pressure-responsive piston. Axial movement of the piston causes the 
m~4\ar\ir*\ release of a collet mnchmitm which previously conne ct ed the production 
tubing string 11 and the PBR 14. The connecting assembly 12 may thus contains an 

10 interlock system with a release mechanism which provides for the release of the 
production tubing string from the packer 15 and the liner when the annular pressure 
exceeds that within the tubing 11 by a selected value required to shear the pin and 
release the piston. Once released, the tubing string 1 1 and seal assembly 13 may be 
pulled up into the position illustrated in Fig. 3. 

IS The generation of a positive annuius pressure compared to the production 

tubing pressure during disconnection of the tubing string 11 from the PBR 14 creates 
a reverse flow of fluid as indicated by the arrows F in Fig. 3, thereby sweeping any 
debris or other contaminants up into the tubing and away from the PBR 14. This 
reverse circulation is continued until the solids in the well fluids have been removed, 

20 at which time the tubing string may be withdrawn. The seal assembly 13 is equipped 
with lower seals 32 which are designed to withstand high differential pressure 
unloading conditions, which occur in the condition described above where there esristo 
a positive pressure differential between the annuius and the flow path of the tubing 
11. The seals 32 are also designed to withstand the reverse Qow of the well fluids 

25 which occurs immediately upon separation of the seal assembly 13 from the PBR 14. 
A significant feature of this invention is that fluid circulation may continue throughout 
the liner placement and cementing operations. According to prior art techniques, 
circulation was discontinued when disconnecting the running tool from the liner PBR 
prior to the cementing operation. By allowing for continuous circulation, wellbore 

30 safety is enhanced and wellbore integrity and control is increased. 
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If required, a portion of the production tubing string 11 may be tripped out 
and then tripped back in to install a safety valve 46, as shown generally in Fig. 3. 
At the same time, other equipment may be installed at a position above die set 
production packer 15. A conventional downhole tool may be used to allow the 

5 threads 22 in die production tubing string at a selected axial location to be broken 
apart, so that only a portion of die production tubing string 11 need be retrieved to 
die surface- Alternatively, various types of disc on nect members may be provided 
along the length of the production tubing string 11 between the surface and the 
production packer 15, so that only a portion of the production tubing string 11 may 

10 be retrieved to install a safety valve 46 or similar equipment. As a further 
alternative, the release n""** 1 "*" 1 discussed above may be activated, and the entire 
production tubing string tripped out of the well before perforating the production 
zone. v 

After setting the packer assembly 15 and hanging off the tubing 11 in the wtU, 

15 a conventional through-the-tubing perforation and completion is performed. A 
suitable perforating tool (not illustrated) may be lowered through the tubing 11 and 
into the liner 17 to (he subsurface location bearing the hydrocarbons to be produced 
through the production tubing string. The p e rforatin g tool is actuated to cut 
perforations through the liner wall and surrounding cement and into the formation so 

20 that the h ydr oc ar bons in the formation may flow into the liner and through the 
production tubing string 1 1 to the weQ surface. 

According to the method of the pr e se nt invention, a liner, production packer, 
and a polished bore receptacle may be run in on the production tubing string. The 
production tubing string is formed from tubing sections with a uniform internal 

23 diameter in each tubing section and between adjoining tubing sections. The 
production tubing string and the mechanically in te rcon n e cte d packer seal rotate 
together when positioning the liner in the wellbore and during the cement pumping 
operations. At least a portion of the annular overlap between the production tubing 
string and the lower portion of the well string is filled with cement during the cement 

30 pumping operation. Cement is thus pumped through the production tubing string 
rattier than through a drill pipe string to cement the liner in place. The production 
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pecter nay thea be set with t production tubing already o u nueucd to the packer. 
The production packer is set without moving the tubing string, and preferably is set 
with anrxulus pressure utilizing remote initiation of the packer setting sequence in 
response to pulses or pressure. It should be understood that, in one embodiment of 
5 the invention, hydrocarbons axe recovered at the surface through the production 

tubing String. Ih trthff < ^ fl)vvfif ~ hftt * * f fawwitfnn, th* tnhttij «triny U t^hrti^ly 

not a production tubing string, since instead injection fluids may be pumped into the 
well through this tubing string. In other applications, the tubing string may be 
utilized for evaluation of the absence of flow or pressure monitoring. 

10 The connecting assembly also preferably includes a disconnecting mechanism 

for selectively enabling the production tubing string to engage or disengage from the 
production packer. The qrniecting assembly may also include an expansion 
oHxhanitin far accommodating axial travel of the production tubing string 11 relative 
to the set packer, a torque transmitting device, a torque limiting device, and a shear 

15 assembly with one or more shear rings. 

Various modifications to the equipment and to the techniques described herein 
should be apparent from the above desc rip tion of the preferred embodiment 
Although the invention has thus been described in detail for a specific embodiment, 
it should be understood that this explanation is for illustration, and that the invention 

20 is not limited to the disclosed embodiment* Alternative equipment and operating 
techniques will be apparent to those skilled in the art in view of this disclosure. 
Modifications an thus contemplated and may be made without departing from the 
spirit of the invention, which is defined by the claims. 
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WlBt il f ^ imM u - 

1, A method for cementing a liner in a wtflbore bdow t well casing, 

comprising: 

pnpK^mg n Hngr in a wellborn from a tubim string oassina through the well 

casing; 

pumping cement through the tubing string and the liner to cement the liner in 
the wcUbore while mechanically positioning the liner from the tubing string; and 

setting a packer to seal between the tubing string and the well casing while the 
liner is positioned within the wellbore from the tubing string. 

■2. The method as defined in Claim 1, wherein: 

forming the tubing firing of tubing sections each having a substantially 
uniform internal Ih™**** flow passage throughout its length and between adjoining 
tubing sections, 

3. The method as defined in Claim 1, further comprising: 

applying a fluid pressure externally of the tubing string greater than fluid 
pressure within said the tubing string; and 

mechanically releasing the liner from the tubing string in response to the 
applied fluid pressure. 

4. The method as defined in Claim l t Amber comprising: 
manipulating the tubing string to move the liner while cement is being pumped 

into the wellbore* 

5. The method as defined in Claim 4, further comprising: 
mechanically interconnecting the tubing string and an annular pa cker seal on 

the packer such that the packer seal rotates with the tubing string within the well 
casing during manipulation of the tubing string. 
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6. The method as defined in Qiim 1, further comprising: 
circulating wefl fluid betwem the pac^ 

cement through the tubing string prior to setting die pecker. 

7. The method as defined in Claim 1 9 wherein setting the packer is 
performed without moving dm tubing string spaced above the packer, and whOe the 
liner is rrmrntH in place within the wellborn with the liner structurally fixed to the 
packer. 

8. The method as defined in Claim 1, wherein setting the packer includes 
utilizing annuius pressure between the tubing string and the well casing to set the 
packer. 

9. The method as defined in Claim 1, further comprising: 
extending the tubing tiring below the packer, whereby a tubing-uxasing 

annular overlap area is formed between a lower portion of the tubing string and a 
lower portion of the well casing; and 

pumping cement includes positioning cement in the overlap area. 
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10. A method of installing a. liner in a weUbore, comprising: 
positioning a liner, a packer, sod a tubing disooonectwWrin the wdlboie from 
a tnbing string; 

pimping cement through the tubing string and the liner to cement the liner in 
5 the weQbore while circulating well fluid upward past the packer and the tubing 

disconnect in the weDboie; 

manipulating the tubing string to move the liner while cement is pumped into 

the weUbore; and 

setting the packer to seal the tubing string in the wdlbore. 



10 11. The method as defined in Claim 10, further comprising: 

pressurizing an acnulns spaced exterior of the tubing string; and 
activating the tubing disconnect to remove the tubing string from the packer 

while maintaining the pressure in the annulos to permit fluid flow from the annulas 

into the tubing string. 

15 12. The method as defined in Claim 10, further comprising: 

automatically limiting the torque transmitted between the tubing string and the 

liner. 



13. The method as defined in Claim 10, further comprising: 
the tubing disconnect includes a polished bore receptacle with a uniform 
20 diameter bore therein and a seal assembly for sealing between the tubing string and 

the uniform diameter bore; and 

sizing the uniform diameter bore as a function of an outer diamfter of the 

tubing string to regulate the pressure oifferential-induced loading on the seal assembly 

and the tubing. 
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14. A mrthori far onmpkflng a well, comprising: 

f i qr i ^' t t * production packer and finer in t weflbore bdow t wefl casing 
ftom a production tubing string; 

pumping cement through the pro du ction tubing string to cement the liner in 
the weflbore; 

setting the pro duc t i on packer to seal an annulus between a well caring and the 
production tubing string; and 

recovering formation fluid through the liner and the production tubing string. 

15. A method as defined in Claim 14, farther comprising? 

applying a fluid pressure externally of the production tubing string greats than 
the fluid pressure within the production tubing string; and 

releasing the production tubing string from the liner while maintaining the 
fluid pressure whereby a reverse fluid circulation flow is established to cany well 
fluids and contaminants upwardly through the production tubing string. 

16. The method as defined in Claim 14, further comprising? 
manipulating die production tubing string to move the liner while cement is 

being pumped into the weflbore; and 

circulating well fluid between the production packer and the well casing while 
pumping cement through the production tubing string prior to setting the production 
packer, 

17. The method as defined in Claim 14, further comprising: 
removing a portion of the production tubing string from the wellboie to 

position a safety valve within the production tubing string prior to recovering 
formation fluid through the liner and the production tubing string. 

IS. The method as defined in Claim 14, wherein setting the production 
packer includes utilizing annulus pressure between the production tubing string and 
the well caring to set the production packer. 
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19. Ifae method as defined in Claim 14, further comprising: 

prmHrfttig a fpy^wgf «" h rtift pmrfnctinrt packer And hcfween a lower 

end of the production tubing string and an upper end of the liner. 

20. The method as defined in Claim 14, further comprising: 
mechanically interconnecting the production tubing string and an annular 

packer seal on the production packer such that the packer seal rotates with the 
production tubing string within the well casing. 
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21* A system for petitioning of a Boer below a well casing utm^^g * 
tubing suing within tbe wdl casing, composing; 

a polished bom recepttde for selectively sealing and receiving an upper 
portion of the tnbing string and for disconnection from the upper portion of die tubing 
string; 

a packer below tbe polished bore receptacle for sealing between the tubing 
string and the well casing, tbe pwker including an annular picker seal mechanically 
interconnected with tbe tubing string for rotating with the tubing string; 

a lower portion of a tubing string extending below the packer, 

a crossover sub for interconnecting the lower portion of the tubing string and 
an upper portion of the liner; and 

upper and lower pumpdown plugs for petitioning above and bdow a column 
of cement within die tubing string for pumping cement into the wdlbore and about 
the liner, 

22. The system as defined in Claim 21, farther comprising: 

the polished bore receptacle includes an elongate polished bore of a uniform 
diameter; and 

a lowermost end of the upper portion of the tubing string includes a seal 
assembly for sealing engagement with the uniform bore within the polished 

bore rwypCftcle. 

23. The system as defined in Claim 21, further comprising: 

a torque limiting device to automatically limit torque transmitted between the 
tubing string and the liner. 

24. The system as defined in Claim 21, further comprising: 

a disconnect member for contxollabty disconnecting the upper portion of the 
tubing string and the polished bore receptacle. 



25. A aatbod of installing a liner substantially 
as harainbaf ora daacribad with raf aranca to tha 
accompanying drawings* 

26. A systan for positioning a linsr 
substantially as haralnbafors dascribad with rmtmxmncm 
to tha accompanying drawings* 
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